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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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UE in Rate-Controlled Mode enters SHO due to the add It km of Node B2 to rte Active Set 
UE Node B1 Nod© B2 SRNC 



UE selects a rate, 
transmits data on EU- 
DPOCH & associate 
£U*DPCCH 



UE decodes multiple 
ACK/NACKs, and 
TFUs, adjust the TFLI 



Base on ACK or NACK 
is rcvd. UE select a 
new rate (ra-)tx data w/ 
EU-OPDCH & 
i EU-OPCCH 



3*i 



UE sands me; suremant reports on n lighbortng carts 



Mcttve Set update <ADt ) 



A five Sat update compl it* 



EU-DPDCH 



ELHSPCCH 



EU-RCSCH1 



EU-RCSCH2 



SW-PPCCtl 



5U-PPDCH 



Node 81 decodes 
EU-OPCCH, and V U- 
OPOCH 

— » 



Noda B1 
signals « 
ACK/NACK and 
TPU on EU- 



UE sands mei suremant reports on n ifghboring cafe 



Acfvesat upaats (DELE E) 



El -RC9CH2 reconfigure On 



A thrs Set updata compl its 



3/^ 



Node B2dacodes 
EU-OPCCH, and E U- 4 
OPDCH 

Node 82 signals 
ACK/NACK and - 
TFLI on EU- 
RCSCH2 



Noda 82 decodes 
EU-OPCCH, and! 
DPOCH 



4 

SRNC decides to 
add Noda B2 to 
UE's active set 

SRNC signals u 
timing and UE 
position, etc for 
nowU- 
RCSCH2 



U- 



SRNC decides to 
remove Node 61 
from UE's active 
sot 



SRNC signals 
new timing and 
UE position, etc 
forEU-RCSCH2 



UE reconfig. to align the 
timing of EU-DPCH & 
EURCSCH2 whh the 
EU-SCCH in new 
serving Node B2 




I EU-RCSCH from Node B 1 
! EU-RCSCH from Node B2 



EU-DPDCH in rate-controlled mode 
EU-DPCCH in rate-controlled mode 



Figure i 



